
NBN Installation Guide for 16 Moore St Canberra 2601 

• Owners and residents requesting an install of NBN 

with their ISP must follow the information provided in 

this guide 

• The Owners Corporation for Units Plan 1903 (Globe 

on Moore) made a decision when NBN was being 

designed for this building to not allow any visible 

cabling in common areas 

• This includes visible cabling from the NBN ceiling 

plates outside each unit 

NBN Ceiling Plate 

NBN fibre cable terminates for each 

unit behind this plate 

No Visible Cabling 

No visible cabling is allowed to be 

installed in the common areas 

Unit Front Door 

NBN ceiling plate is installed directly 

above each unit’s front door 

Concrete Slab (Building structure) 

Ceiling Cavity 

Ceiling  

(Suspended ceiling) 

Hallway 

(Common Area) 

Inside Your Unit 

(Private Area) 

NBN Ceiling Plate  

(Above front door) 

NBN Fibre Cable 

(Inside suspended ceiling) 

Visible Cable 

NOT permitted in common areas 

Correct Installation Method 

U
n

it
 F

ro
n

t 
D

o
o

r 

Fire Break Wall 

(Must be re-sealed to fire 

safety standards after NBN 

cable installed into unit) 

To contact the Owners Corporation email: committee@globeonmoore.com 

• Cabling into each unit must occur in the ceiling cavity 

behind the NBN ceiling plate, not along the wall above 

the front door 

• Any owner or resident who does not provide these 

instructions to their ISP installer will be in violation of 

the Owners Corporation Rules and will be required to 

have the cabling removed from common areas and 

repair and paint any damaged surfaces at their own 

expense 
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